
 

 

  
 

Technical Data Sheet  

 

Polymeric material "Maleapol"       
 

 "Maleapol" is a hydrolyzed homopolymer of maleic anhydride with a low molecular weight of 400-800.  
 

Properties: A non-toxic, water-soluble substance that has high chemical and thermal stability. 
 

Application: Maleapol is intended for use in evaporators of desalination plants, low-pressure boilers, 
crude oil dehydration plants, oil pipelines, industrial circulating water systems, etc. as a scale inhibitor of 
calcium carbonates and phosphates (antiscalant).  

 

Dosage: 

In industrial water circulation systems, the working concentration is 5-20 g/m 3. 
 

Technical data: 
 
 

№ Property 
Maleapol, brand 

A C 

1 Appearance 
Transparent or slightly cloudy colorless or slightly 

colored liquid 

2 Active ingredient content, % 46-54 45-53 

3 pH, 10% solution 1-3 6-10 

4 
Viscosity, mPa · s (Brookfield), 

not more than 
300 300 

 
 
 

 

Packaging: "Maleapol" is poured into PE containers with a capacity of 1 cubic meter, PE 
barrels of 60-130 liters, canisters of 5-30 liters or in other tare as agreed with the 
customer. 

Health safety:     
 

Low-hazardous substance by the degree of health effect, it belongs to the 
4th substance hazard category in terms of acute toxicity during intragastric 
administration. 

Fire safety: "Maleapol" belongs to non-combustible substances.      

Storage:  
 

“Maleapol” is stored in transport containers in warehouse premises at 
temperatures up to +50 C. Being thawed after complete or partial freezing, 
completely preserves its properties.      

Guaranteed shelf 
life: 

1 year from the manufacturing date. 
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